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Information for specifiers

Care of ASSA cylinders

ASSA cylinders and padlocks are made to extremely accurate tolerances.  Like 
any mechanical device used on a daily basis, certain preventive maintenance 
measures are essential to ensure trouble-free operation and longevity of the 
products.

1) At installation and at least every six months thereafter, cylinders and 
padlocks should be lubricated using ASSA Lockspray.  More frequent 
lubrication may be required on doors in constant use or harsh 
environmental conditions.

2)  ASSA Lockspray is specially formulated to avoid clogging or damage to 
the cylinder mechanism, especially on ASSA CLIQ electronic cylinders. It is 
therefore recommended instead of conventional lubricant sprays.

3) Spray for approximately one second into the cylinder, then insert and turn 
the key two times.  Wipe away any excess lubricant. 

4) Graphite is not recommended for use with cylinders, and oil should 
NEVER be used.  

5) Do not paint cylinders and keep metal filings away from them, as these 
can both clog the mechanism.

6) The use of ASSA Lockspray is also recommended before winter on 
products fitted in an external environment.  This will overcome problems 
with frost and condensation.

7) If a cylinder has become clogged with dirt or has been over-lubricated, 
the use of ASSA Lock Cleaner is recommended to clean it. Afterwards, 
re-lubricate the cylinder using ASSA Lockspray.

8) If a cylinder is frozen, ASSA Lock Cleaner may be used to de-ice it. 
Afterwards, re-lubricate the cylinder using ASSA Lockspray.

9) Keys, although made of nickel silver, can become worn with very frequent 
use and should be replaced when necessary.

10) To ensure correct tolerances are maintained, only original ASSA keyblanks 
should be used, and these should be cut by an approved ASSA stockist.

11)  The functions of ASSA CLIQ electronic cylinders should be tested at least 
once per year, or in accordance with the building’s maintenance schedule.

12) The battery level of ASSA CLIQ keys should be checked once per year and 
new batteries fitted if necessary.

ASSA Lockspray
An efficient and rapid-drying 
lubricant, now with an improved 
formula that makes it ideal for both 
mechanical and electronic cylinders.   
Regular use improves reliability and 
prevents wear.  

ASSA Lockspray is water-resistant 
and does not bind salt, thus also 
protecting against corrosion. 

Lubrication instructions
Shake before use. Insert the spray nozzle 
into the keyway of the cylinder and spray 
for one second. Insert the key and turn it a 
couple of times, then wipe off any excess 
lubricant.

Safety instructions
Pressurised can with highly flammable 
contents. Avoid inhalation, eye contact 
or prolonged skin contact. Full materials 
safety data sheet available on request.

ASSA Lock Cleaner
Used to clean and de-ice cylinders. 
Rapidly dissolves dirt and particles 
and melts ice. Contains anti-freeze 
agent to inhibit further icing of the 
cylinder. Used together with ASSA 
Lockspray. 

Cleaning instructions
Shake before use. Insert the spray nozzle 
into the keyway of the cylinder and spray 
for one second. Insert the key and turn it a 
couple of times, then wipe off any excess 
cleaner. Re-lubricate the cylinder using 
ASSA Lockspray. 

De-icing instructions
Shake before use. Insert the spray nozzle 
into the keyway of the cylinder and spray 
for one to two seconds. Wait 30 seconds, 
insert the key and turn it a couple of times, 
then wipe off any excess cleaner. Repeat 
if necessary, then re-lubricate the cylinder 
using ASSA Lockspray. 

Accessories

Product Reference Description For use with

88 02 64  
Climate 
protection cover

Stainless steel 
with rubber flap

Scandinavian 
Oval and Round 
cylinders

10 28 34 
Protective 
covers for 
padlocks

Sizes available:

Class Two 
Class Three 
Class Four/Five

ASSA padlocks

Product Reference Description For use with

Key identity 
band

37 40 63 Black 
37 40 57 Blue 
37 40 58 Green 
37 40 62 Red 
37 40 59 Yellow

Colours 
available:

Yellow, black, 
blue, green , red

ASSA Flexcore 
Plus keys

80 41 85 
Key cassette

Black plastic key 
grip.

ASSA keys


